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PART III 


Stores Purchase 


Department of Indigenous Medicine 

SHORT TENDER NOTICE 
No. S1 - 3805 /12AVC. 

- 15th September 2012. 
Sealed competitive tenders are invited for the supply 
and installation of the following Public Address System to 
the Collegiate Department of Government Ayurveda 
College, Thiruvananthapuram for the year 2012 -13 . 

Tenders should be superscribed “ Supply and 
installation of Public Address System ” addressed to 
the Principal, Government Ayurveda College, 
Thiruvananthapuram . The last date of the receipt of 
tenders will be at 3 p .m . on 29 - 10 - 2012 . Late tenders 
will not be accepted . The tenders will be opened at 3. 30 p .m . 
on 29 - 10 - 2012 in the presence of such of the tenderers 
or their authorized representatives who may be present at 
that time. 


the cost of forms. Those who wish to purchase tender 
forms by post shall send an additional amount of 50 
by money order to cover postal charges. Duplicate tender 
forms if required will be issued at " 364 ( Cost of tender 
form " 350 + VAT - 14 ) per copy. 

Intending tenderers should deposit an amount of 1 % 
of the total cost quoted rate as Earnest Money Deposit 
by Demand Draft in favour of the Principal , Government 
Ayurveda College, Thiruvananthapuram together with an 
agreement in Kerala Stamp Paper worth - 100 . The 
rate quoted shall remain firm for one year from the date 
of acceptance of the tender. The Principal, Ayurveda 
College , Thiruvananthapuram will have powers to 
postpone / cancel the tender. 


Intending tenderers may on application 
to the Principal , Government Ayurveda College , 
Thiruvananthapuram to obtain tender forms on which 
tenders should be submitted along with the sample of the 
materials to be supplied . Application for the tender form 
should be accompanied by cash remittance of 
S 728 ( Cost of tender form " 700 + VAT - 28) which is the 
price fixed for a form and which is not refundable under 
any circumstances. Tender forms are not transferable . Sale 
of tender forms will be closed at 1 p .m . on 29 - 10 - 2012 . 
Cheque , Postal Orders etc . will not be accepted towards 


തിരുവനന്തപുരം ഗവൺമെന്റ് ആയൂർവേദ കോളേജ് 
ആശുപ്രതി വിഭാഗങ്ങളിൽ 2012 - 13 വർഷങ്ങളിലേക്ക് ചുവടെ 
കാണിച്ചിരിക്കുന്ന സാധ ന ങ്ങൾ വിതരണം ചെയ്യാൻ 
തയ്യാറുള്ളവരിൽ നിന്നും മുദ്രവച്ച ദർഘാസുകൾ ക്ഷണിച്ചു 
കൊള്ളുന്നു . 

ഓരോ ദർഘാസുകളും ആയൂർ വേ ദ കോ ളേജ് 
പ്രിൻസിപ്പാളിന്റെ മേൽവിലാസത്തിൽ പ്രത്യേകം കവറിലാക്കി 
സീൽ ചെയ്ത് 29 - 10 - 2012, 3 മണിവരെസപ്ലെ ചെയ്യുവാൻ 
ഉദ്ദേശിക്കുന്ന സാധനങ്ങളുടെ സാംപിൾ സഹിതം സമർപ്പിക്കാ 
വുന്നതാണ്. അന്നുതന്നെ ഉച്ചയ്ക്കുശേഷം 3. 30 മണിക്ക് ദർഘാ 
സുകൾ നിയമാനുസരണം തുറക്കുന്നതായിരിക്കും. യാതൊരു 
കാരണവശാലും ദർഘാസ് ഫോറങ്ങൾ കൈമാറ്റം ചെയ്യാൻ 
പാടില്ലാത്തതാകുന്നു . ദർഘാസ് ഫോറങ്ങളുടെ വിൽപ്പന 
29 - 10 - 2012 ഉച്ചയ്ക്ക് ഒരു മണിക്ക് അവസാനിക്കുന്നതാണ്. 
ഫോറ ങ്ങൾ തപാൽ മാർഗ്ഗം ആവ ശ്യ മു ള്ള വർ ദർഘാസ് 
ഫോറത്തിന്റെ വിലയേക്കാൾ - 50 കൂടുതൽ മണിയോർഡർ 


ആയി അയയ്ക്കേണ്ടതാകുന്നു . ദർഘാസിൽ രേഖപ്പെടുത്തി 


( 3 ) 


രിക്കുന്ന വില നിര ക്കു കൾ ദർഘാസ് സ്ഥിര പ്പെടുത്തി 
നൽകുന്ന തീയതിമുതൽ ഒരു വർഷം വരെയുള്ള കാലയളവി 
ലേയ്ക്ക് പ്രാബല്യമുണ്ടായിരിക്കുന്നതാണ്. ഒരു ദർഘാസിന്റെ 
one . 728. w gl1cong Gr10000long vel . 364. 

പൂരിപ്പിച്ച ദർഘാസ് ഫോറത്തിനോടൊപ്പം സാധനങ്ങളുടെ 
620mo el OS 1% (602 0025Mo ) M100 (BOJIM 
തിരുവനന്തപുരം ആയൂർവേദ കോളേജ് പ്രിൻസിപ്പാളിന്റെ 
പേരിൽ എടുത്ത ഡാം 100 - ന്റെ കേരള സംസ്ഥാന 
മുദ്രപ്പത്ര ത്തിൽ രേഖ പ്പെ ടു ത്തിയ ഒരു എഗി മെന്റും 
ഹാജ രാ ക്കേ ണ്ട താ ണ് . ഏതൊരു ടെണ്ടറും കാരണം 
കാണിക്കാതെ നിര സി ക്കാനോ മാറ്റി വ യ് ക്കാനോ ഉള്ള 
അ ധി കാരം തിരു വ ന ന്ത പുരം ആയൂർ വേ ദ കോളേജ് 
പ്രിൻസിപ്പാളിൽ നിക്ഷിപ്തമായിരിക്കും. 


LIST OF ITEMS 
Specifications 


Quantity 


Si. 
No. 
(1) 
1 


Name of 
Items 

(2) 
Amplifier 


7 


2 Microphones 


5 


(1) (2) 
6 Speaker system 2 way speaker system -12 " 6 

LF Speaker and 1” Hf 
compression driver input power 
150 W RMS, 2 way 
configuration , Frequency 
response 45 -25000 Hz, 
Dimensions w 510x 
H 655xD405 mm Nominal 
impedance 8 Cross over 

frequency 4 KHz 
7 Speaker system Speaker system COMPACT 2 

2 -way Floor 2 -way Floor Monitor speaker 
Monitor speaker single 12 " Full Range Dual 

Cone Speaker and a Piezo Horn 

Tweeter 
8 Speaker system Input power : 30w RMS, Power 21 
(wall mounting ) taps 30 w on 8 , 30 / 15 /7 .5 w on 

100 V, Freq . Resp: 80 -20000 Hz 
9 Speaker stand Height adjustment 31/2²-61/ 

2 6 
load capacity 40 kg 
10 Microphone Height 920 - 1500 mm Base, 

Floor Stand Diameter 230 mm 
11 Microphone Height 350-530 mm Base , 

table Stand Diameter 150 mm 
12 Philips DVD 5 . 1 audio and stereo output- 1 
Player Voltage 110V -240 V AC /50 HZ 

USB Dolby Digital, DVD Video 
USB Hi-speed , USB 2 .0 link , 
Plays CD , VCD , DVD ,DVD + -R /RW 

Div X , MP3, WMA, JPEG 
13 Rear Phone Jack 

8 
14 Insulated Flame retardant, size 36 /0 .3mm 15 
Connecting wire (2.5 SQ mm ) BC Length 100 Mts . coils 

Single core type , CI category , 

1100 Volts grade, ISI Certified . 
15 PA Audio 9 channel- Ac & 24 V DC 1 
Mixing consoles Operation input channels-Mono 

stereo output 
16 Professional Dual Wireless Microphones - 7 

VHF Wireless Dynamic range100 db- frequency 
PA Microphones response-50 -1500 Hz- Interenal 

dipole antenna type -Dynamic 
cardioid Microphone element 


3 Microphones 


8 


4 Microphones 


250 -watts-ac and 24 VDC 
opertion-6 mic and 2 aux 
inputs resettable circuit 
breaker for pretection 
instant transfer to DC with 
USB connectivity 
Pre - entertainment + Studio - 
double shock mount system 
and noiseless switch 
Frequency response : 
50- 18000 Hz 
Unidirectional Dynamic stage 
performance -longer distance 
and wider area for dramas , 
stage shows, group singing, 
Frequency response : 
50 -16000Hz 
Condenser — Unidirectional, 
with ring LED indication, 
Frequency : 50 - 16000 Hz 
Sensitivity : 4 mV/Pa , 
Impedence : 1000, overal 
length : 460 mm ( 18 " ), 3V -9V 
DC , Sturdy heavy duty 
diecast aluminium base 
suitable for this microphone 
with 10 mts, twin core shielded 
low noise cable with XLR 
connector and 1/4” phone plug , 
cell housing for 2 x 1.5 V 
pencil cells and on /off switch , 
low switch noise 
Frequency : 50 - 16000 Hz 
Sensitivity : 2 mV/Pa , 
Impedence : 300 , with quick 
detachable holder with 3 -pin 
professional XLR connector 
10 mts , twin core shielded low 
noise cable 


1 


5 Microphones 


2 


Government Ayurveda College, 
Thiruvananthapuram . 


(Sd.) 
Principal. 


